
OFFICE OF THE DIGP. GROUP CENTER, CRPF, PINJORE (HARYANA) 
Telephone: C/R-01733-266257 Fax:- 01733-266251,-mail:-diggcpjr@crpf.gov.in 

No.L. VII-1/2018-19-GCP-Bldg (Minor Works-AR&MO  Dated, the    10  October’2018 
TENDER NOTICE 

 

                                        On the behalf of the President of India, the DIGP, Group Center, CRPF, Pinjore, 

Panchkula,(Haryana) PIN Code -  134104 invites online tenders from approved, eligible and registered firms, 

and those on appropriate list of ITBP, MES, CPWD, BRO and State PWD etc. under two bid system for 

annual repair/maintenance works of  Govt. Residential Buildings ((01-142NosT-II Qtrs)) at GC, 

CRPF,Pinjore(Haryana)-134104.Tender forms can also be downloaded from the CRPF websitewww. crpf. 

gov.in or www.crpf.nic.inand www.eprocure.gov.in. 
 

Earnest Money                                         :          Rs. 15,000/- 

(Fifteen thousand only) 

Tender will be accepted on/offline upto :1530 hrs on 03/11/2018 

Tender will be opened on                     :            1530 hrs on 05/11/2018 

Validity of offer                                    :            90 days 

Time allowed for competition of work:            within 30 Days after AOC 

SCHEDULE OF WORK 

Name of work :-Repair/maintenance works of  Govt. Residential Buildings (01-142NosT-II Qtrs) at 

GC.CRPF,Pinjore (Haryana)-134104 

Sr. 

No 

                                  Nomenclature  Qty  Unit 

1 Dismantling old plaster or kitting raking out joints and cleaning the surface for 
plaster including disposal of rubbish to the dumping ground within 50 meters 

lead. 

 

70.00  Sqm 

2 Repairs to plaster of thickness 12 mm to 20 mm in patches of area 2.5 sq. meters 

and under, including cutting the patch in proper shape, raking out joints and 
preparing and plastering the surface of the walls complete, including disposal of 

rubbish to the dumping  round, all complete as per directions of Engineer-In-

Charge. 
 

With cement mortar 1:4 (1cement: 4 coarse sand) 

  

 
 

 
 

96.30  Sqm 

3 Providing and fixing ISI marked flush door shutters conforming to IS : 2202 

(Part I) non-decorative type, core of block board construction with frame of 1st 
class hard wood and well matched commercial 3 ply veneering with vertical 

grains or cross bands and face veneers on both faces of shutters: 
 

35 mm thick including ISI marked Stainless Steel butt hinges with necessary 

screws 

  

 
 

 
 

48.60  Sqm 

4 Providing and fixing wire gauge shutters using galvanized M.S. wire  gauge of 

average width of aperture 1.4 mm in both directions with wire of dia 0.63 mm, 

for doors, windows and clerestory windows with hinges and necessary screws : 
 

35 mm thick shutters 
 

with ISI marked M.S. pressed butt hinges bright finished of  required size 
 

Kiln seasoned and chemically treated hollock wood 

  

 

 
 

 

18.60  Sqm 

5 Providing and fixing ISI marked oxidized M.S. door latches conforming to 

IS:5930 with screws etc. complete : 
 

250 x 20 x 6 mm 

  

 
 

45 each 

6  Providing and fixing ISI marked oxidized M.S. sliding door bolts with nuts and 

screws etc. complete : 
 

300 x16 mm each 

  

45 

 

 

each 

7  Providing and fixing ISI marked oxidized M.S. tower bolt black finish, (Barrel 

type) with necessary screws etc. complete 
 

200 x10 mm each 

  

 
 

56  each 

8 Providing and fixing ISI marked oxidized M.S. handles conforming to IS:4992 

with necessary screws etc. complete : 

125 mm  each 

84  

 
 

 

each 

9 25 mm thick  PVC flush door  shutter made out of single piece multi chamber 

extruded PVC section of  the size of 762 mm x 25 mm or less as per requirement 
with an  average wall thickness of 1 mm (± 0.3 mm) PVC foam end cap of size 

  

 
 Sqm 

http://www.crpf.nic.in/
http://www.eprocure.gov.in/


23 x 10 mm are provided on both vertical edges to ensure the over all thickness 
of 25 mm. MS Tube having dimensions 19 mm x 19 mm and 1.0 mm (#0.1 mm) 

is instead along the hinge side of the door: Core of the  door shutter should be 

filled with high density Polyurethane foam. The top and bottom edges of the 
shutter are covered with an end-cap of the size 25 mm x 11 mm. Door shutter 

shall be reinforced with special polymeric reinforcements as per manufacturer’s 

specification and direction of Engineer-in-charge to take up necessary hardware 

and fixtures. Stickers indicating the locations of hardware will be pasted at 
appropriate places. 

 
 

 

 
 

18.50  

10 Providing and fixing 1st quality ceramic glazed wall tiles conforming to IS : 

15622 (thickness to be specified by the manufacturer) of approved make, in all 
colours,shades except burgundy, bottle green, black of any size as approved by 

Engineer-in-charge  in skirting, risers of steps and dados, over 12 mm thick bed 

of cement mortar 1:3 (1cement 3 coarse sand) and jointing with grey cement 

slurry @ 3.3kg/sqm including pointing in white cement  mixed with pigment of 
matching shade complete. 1.80  Sqm 

11 Renewing glass panes, with putty and nails wherever necessary including 

racking out the old putty: 
 

Float glass panes of thickness 4 mm 

 

 
 

26.40  Sqm 

12 Renewal of old putty of glass panes (length) 

300  Mtr 

13 Finishing with Deluxe Multi surface paint system for interiors and exteriors 

using Primer as per manufacturers specifications : 

 
Painting wood work with Deluxe Multi Surface Paint of required shade. Two or 

more coat applied @ 0.90 ltr/10 sqm over an under coat of primer applied @0.75 

ltr/10 sqm of approved brand and manufacture  

 

 

54.20 Sqm 

14 Providing and fixing nickel plated M.S. pipe curtain rods with nickel plated 
brackets : 

 

20 mm dia (heavy duty) 

 
 

 

12  Mtr 

15 Providing and fixing wash basin with C.I. brackets, 15 mm C.P. brass pillar taps, 
32 mm C.P. brass waste of standard pattern, including painting of fittings and 

brackets, cutting and making good the walls wherever require: 

 
White Vitreous China Flat back wash basin size 450x 300 mm with single 15 

mm C.P. brass pillar tap 

 

 
 

01  each 

16 Providing and fixing 600x120x5 mm glass shelf with edges round off, supported 

on anodized aluminum angle frame with C.P. brass brackets and guard rail 
complete fixed with 40 mm long screws, raw plugs etc., complete. 02  each 

17 Providing and fixing brass bib cock of approved quality: 

 
15 mm nominal bore 

 

 
15  each 

18 Providing and fixing brass stop cock of approved quality: 

 

15 mm nominal bore 

  

 

 
05  each 

19 Providing and fixing 600 x 450 mm beveled edge mirror of superior glass (of 

approved quality) complete with 6 mm thick hard board ground fixed to wooden 

cleats with C.P. brass screws and washers complete. 5  each 

20 Providing and fixing G.I. pipes complete with G.I. fittings and clamps, 

i/c cutting and making good the walls etc.. 

 
 

15 mm nominal outer dia Pipes 

  

 
 

28.00  Mtr. 

21 Providing and fixing water closet squatting pan (Indian type W.C. 

pan) with 100 mm sand cast Iron P or S trap, 10 litre low level white P.V.C. 
flushing cistern, including flush pipe, with manually controlled device (handle 

lever) conforming to IS : 7231, with all fittings and fixtures complete, including 

cutting and making good the walls and floors wherever required: 
 

White Vitreous china Orissa pattern W.C. pan of size 580x440 mm with integral 

type foot rests. 

 
 

 

 
 

 

01  each 

22 Providing and laying APP (Atactic Polypropylene Polymer) modified 
prefabricated five layer 3 mm thick water proofing membrane, black finished 

reinforced with non-woven polyester matt consisting of a coat of bitumen primer 

for bitumen membrane @ 0.40 litre/sqm by the same membrane manufacture of 
density at 25°C, 0.87-0.89 kg/litre and viscocity 70-160 cps. Over the primer 

coat the layer of membrane shall be laid using Butane Torch and sealing all 

joints etc, and preparing the surface complete. The vital physical and chemical 

parameters of the membrane shall be as under: Joint strength in longitudinal and 
transverse direction at 23°C as 650/450N/5cm. Tear strength in longitudinal and 

  
 

 

 
 

310 

 

 
 Sqm 



transverse direction as 300/250N. Softening point of membrane not less than 
150°C. Cold flexibility shall be upto -2°C when tested in accordance with 

ASTM,D - 5147. The laying of membrane shall be got done through the 

authorised applicator of the manufacturer of membrane : 
 

3 mm thick 

 
 

 

 
 

 

23 Providing and laying S&S centrifugally cast (spun) iron pipes (Class LA) 

conforming to IS - 1536 : 
 

125 mm dia pipe 

 

 
 

12  Mtr 

24 Providing flanged joints to double flanged C.I./ D.I. pipes and specials, including 
testing of joints : 
 

125 mm diameter pipe 

 
 
 

30  each 

25 Providing and fixing glazed shutters for doors, windows and clerestory windows 

using 4 mm thick float glass panes, including ISI marked M.S. pressed butt 

hinges bright finished of required size with necessary screws. 
 

Kiln seasoned and chemically treated hollock wood 
 

30 mm thick 

 

 
 

 
 

18.50  Sqm 

26 Reinforced cement concrete work in beams, suspended floors, roofs 

having slope up to 15° landings, balconies, shelves, chajjas, lintels, bands, plain 
window sills, staircases and spiral stair cases above plinth level up to floor five 

level, excluding the cost of centering, shuttering, finishing and reinforcement, 

with 1:1.5:3 (1 cement: 1.5 coarse sand (zone-III): 3 graded stone aggregate 20 

mm nominal size). 3.60  Cum 

27 Centering and shuttering including strutting, propping etc. and removal of form 

for all heights  
 

Weather shade, Chajjas, corbels etc., including edges 

 
 

 
17.60  Sqm 

28 Providing and fixing P.V.C. waste pipe for sink or wash basin including P.V.C. 
waste fittings complete. 
 

Flexible pipe 
 

32 mm dia 

 

 

 
 
 

06  Sqm 

29 Providing and fixing flat pressed 3 layer particle board medium density exterior 

grade (Grade I) or graded wood particle board IS : 3087 marked, to frame, 

backing or studding with screws etc. complete (Frames, backing or studding to 
be paid separately): 
 

18 mm thick 

 

 

 
 
 

14.10  Sqm 

I.  IMPORTANT INSTRUCTIONS AND GUIDELINES: 

1. Intending tenders must read the terms and conditions carefully and submit their tender if they consider 

themselves eligible and are in possession of all the required documents by within above stipulated time and 

date. 

2. All tender documents attached with this invitingtender includingspecifications are sacrosanct for considering 

any offer as complete offer. It is therefore, important that each page of the tender documents duly completed 

and signed is returned with your offer. Envelop (sealed)  

3. Tenders will be opened in the presence of renderers at 1530 hrs on 05/11/2018. 

4. The firm/contractor should submit the tender documentswithin proper sealed envelope duly endorsing full 

address of the firm, tender notice number, date of the tender. Due date and time should be written in bold letter 

of the top of the envelope.  

5. Each tender should be two parts i.e Technical bid and Price bid. Both bids will be submitted online. 

6. Technical bid will be online as well as offline. 

7. Details required to be furnished by all bidders in technical and price bid as under: 

  



 

TWO BID SYSTEM 

All bidders are required to submit their offers in two covers as under: 

(a) FIRST COVER (TECHNICAL BID) should contain following detail: 

(b) 

I. Documents to be submitted in original manually and to be dropped in the tender box in a sealed 

envelope. 

i) EMD  (if applicable) 

ii)  Tender acceptance letter (attached as appendix-A) 

II. Documents to be submitted online in scanned copy 

i) All pages of tender documents duly completed and signed without indicating the rates quoted. Full name and 

status of the person signing the tender documents must be clearly mentioned. 

ii) Earnest money deposit. 

iii) Copy of registration in CPWD/MES/State PWD/ITBP/BRO or any other Govt. Organization related to 

construction. 

iv) Copy of PAN Card and GST registration. 

v) Copy of previous performances/experience. 

vi) Any other relevant documents which the firm/contractor wishes to submit. 

(b)  SECOND COVER (Price Bid) should contain the following 

 The composite bid i.e. rate indicated in the technical bid “OPENLY” SHALL BE IGNORED. Prices should 

be quoted for each work as per enclosed BoQ format provided along with the tender documents at e-

Procurement site https://eprocure.gov.in/eprocure/app. 

8. Tenders are requested to submit tender documents well before the date of opening tender to avoid last minute 

rush. In case the date of opening of tender happen to be a closed holiday. The tender will be opened on second 

working day at the stipulated time. 

9. While opening the tender, the technical bid will be opened first instance and evaluated by the competent 

committee or authority. If the firm fails to fulfill the conditions specified in the tender notice and fails to attach 

the documents as asked above, the tender will be rejected immediately. At the second stage, financial bids of 

technical qualified firms will be opened for further evaluation and ranking before awarding the contract. 

10. Award of contract will be awarded over all L-1 firm. 

11. The repairing works required to be executed on credit basis and no interest will be payable on the delayed 

payment. The payment will be made direct to the Firm/Contractor bank account through ECS on recoupment of 

bill. Payment in advance or immediately cannot be made. 

12. The rates will remain open for 90 days. 

13. GST/TIN number of the firm should be clearly shown/quoted in the tender. 

14. Firm should deposit EMD Rs. 15000/- as mentioned above along with the quotaion.The EMD is acceptable 

in the form of account payee Fixed Deposit Receipt, Bank Guarantee and Account Payee Demand Draft from 

any of the commercial banks drawn in favour of THE DIGP, GROUP CENTRE, CRPF,PINJORE 

(HARYANA). [ Bankers: SBI,Pinjore, (Code No.10471). Cash EMD will not accepted. 

15. The earnest money shall remain valid for period of 45 days beyond the final bid validating period (i.e 135 

days). If the validity of the tender is extended, the validity of the Bank Guarantee/or any other alternate 

document submitted in lieu of earnest money will also be suitably extended by the tenders failing which other 

tender after the expiry of the aforesaid period shall not be considered by the purchaser/department. 

https://eprocure.gov.in/eprocure/app


16. No interest shall be payable on the earnest money deposited by the tenderer.  

17. The Earnest Money of the successful tenderer shall be returned after the performance security deposit (PSD) 

as required in the term of the contract is furnished by the tenderer. 

18. Earnest money deposit of all the unsuccessful tenders will be returned as early as possible after the expiry of 

bids validity, but not later than 30 days after placement of contract. 

19. The work must be started within 10 days from the date of award of work and should be completed within 

target date and time. 

20. Performance security deposit will also be furnished by the successful bidder. Performance security deposit 

would be for an amount of 5% to 10% of the total value of the contract and should be submitted within 10 days 

of the receipt of AOC/work order. The security deposit will be returned subject to completion of the work within 

the stipulated period. Failure at the part of the firm to deposit the security deposit within stipulated time, the 

purchaser reserve the right to cancel the AT (Work order). 

21. The performance security deposit submitted by the supplier/contractor will remain valid for 60 days beyond 

the date of completion of all contractual obligations of the supplier/contractor including guarantee/warranty 

obligations. 

22. The performance security deposit shall be withheld or forfeited in full or part in case of the work order is not 

executed satisfactorily within the stipulated period or requisite standard within the guarantee period in not 

undertaken to the best satisfaction of the user/department. 

23. The decision of the DIG,GC,CRPF,Pinjore shall be final and binding in all matters pertaining to returned the 

Performance Security/Earnest Money. 

24. No interest shall be payable on the PSD deposited by the tenderer. 

25. If the tenders failed to supply the store/execute the work within stipulated period (unless extended) the 

performance security money will be forfeited) 

26. Quotations/tender can be sent through Speed/Registered post/Courier in favour of the DIGP,GC,CRPF, 

Pinjore, Distt. Panchkula (Haryana) PIN-134104 or dropped in tender box within the target date. 

27. The representative of the firm who responded to our tender enquiry can be present at GC,CRPF,Pinjore at the 

time of opening of tenders on the tender opening day. 

28. Work will be executed at GC, CRPF,Pinjore, Distt.Panchkula (HR) 

29. The competent authority reserves the right to cancel the tender without assigning any reasons. 

II. ADDITIONAL CONDITIONS 

1. The prospective tenderer should visit the site and acquaint themselves of the conditions existing, restrictions 

in movement/working hours/security aspects/conditions of the job. No complaints of losses of  labour items of 

work not included the scope of work, variation etc.,will be entertained at a later date.The prospective tenderer 

should have adequate past experience in handling similar works. 

2. No advance payment shall be made. 

3. The contractor shall employ qualified/trained/skilled personnel for the labour work and will provide the 

civil/electrical material of standard ISI quality or as approved/prescribed by CPWD,during execution of the 

work.  

4. The contractor shall be fully responsible for setting all claims and indemnify the department against any 

claims arising out of any accident to be hired staff/labourers, loss of construction or other material etc. 

5. This contract can be determined by the competent authority without assigning any reasons by giving a notice 

of a period of 15 days at any time during the period of contract. No claim for any compensation will however the 

entertained on such termination prior to the expiry of  stipulated period of contract. 

6. No travelling allowance,boarding,lodging,overtimeallowance,dearness allowance, transport facility etc. shall 

be provided for carrying out the labourwotks. These are deemed to be included within quoted rates. 

7. Preventive maintenance is the responsibility of the contractor. 



8. All tools, construction materials, water and electricity etc. required for execution of the work shall be 

arranged by the successful tenderer. No extra payment shall be made on the account. 

9. The successful tenderer should take over the above installation for execution of the work within 10 days from 

the date of award of work and hand over back to the department after completion of the work as per the estimate. 

10. The DIGP, GC,CRPF,Pinjore will not be responsible for any loss/theft/damage of men and property engaged 

in work.All responsibility will be the successful tenderer. 

11. Clause 24 i.e. Arbitration: 

 For: The existing entries. 

 Read: Arbitration. 

 In the event of any question, dispute or difference arising under these conditions or any special conditions of 

contract, or in connection with this contract (Except as to any matters, the decision of which is specifically 

provided for by these or the special conditions), the same shall be referred to the sole arbitration of an officer in 

the Min. of law, appointed to be arbitrator by Director General of CRPF.It will be no objection that the arbitrator 

is a Govt. servant that he had to deal with the matters to which the contract relates or that in the course of his 

duties as a Govt.servant he has expressed views on all or any of the matters in the dispute or difference. The 

award of the arbitrator shall be final and binding on parties to this contract, it is term of this contract that:- 

a. If the arbitrator be a person appointed by the DG CRPF:- 

 In the event of his dying, neglecting or refusing to act, or resigning or being unable to  act, for any reason or 

his award being set aside by the court for any reason, it shall be lawful for Secretary, in. of Home Affairs either 

to proceed with the reference himself or to appoint another person as Arbitrator in place of the outgoing 

Arbitrator, as the case may be to act on record of the DG CRPF in place of the outgoing Arbitrator, As the case 

may be to act on record of the proceeding as then taken in arbitration, or to commence the proceedings denovo as 

he  may at his discretion decide. 

b. It is further a term of this contract that no person other than the person appoint by him should act as 

Arbitrator and that if for any person that is not possible, the matter is not to be referred to arbitration at all. 

c. The arbitrator may with this consent of  all the parties to the contract enlarge the time from time to time for 

making and publishing the award. 

d. Upon every and any such reference, the assessment of the cost incidental to the reference and award 

respectively shall be in the description of the Arbitrator. 

e.  Subject as aforesaid, the Arbitrator Act, 1940 and the rules there under and any statutory modification thereof 

for the time being in Force shall be deemed to apply the arbitrations proceedings under the clause. 

f. The venue of arbitration shall be place where the contract is concluded or such  other place as the DG CRPF 

at his discretion any determine. 

In this clause the expression of DG CRPF means the DG CRPF of the Ministry of Home Affairs for the time 

being and includes, if there be no DG,the Officer who is for the time being the administrative head of 

CRPF,whether  in condition to other functions or otherwise. 

11.1 Similarly, the reference to DGS& D wherever appearing may be suitably modified. 

11.2 Following amendments may be carried out in the Pamphlet No.DGS&D-229 containing various instructions 

to tenderers. 

Sd/- 10/10/2018 

(Dr.Partap Singh) 

DIG,GC,CRPF,Pinjore 

 

Signature of Tenderer 

 

 

 



 

            Appendix-A 

TENDER ACCEPTANCE LETTER 

                                 (To be given on Company Letter Head) 

 

Date: 

To, 

________________________ 

_________________________ 

_________________________ 

 

Sub:Acceptance  of terms& Conditions of Tender. 

Tender Referance No:  __________________________ 

Name of tender/work:- 

___________________________________________________________________________

___________________________________________________________________________

____________________________________________________________ 

Dear Sir, 

1. I/We have downloaded/obtained the tender document (s) for the above mentioned Tender/Work’ from 

the web site (s) namely: 

_______________________________________________________________________________________

_____________________________________________________ 

as per your advertisement, given in the above mentioned web site (s). 

2. I/We hereby certify that I/We have read the entire terms and conditions of the tender documents from 

page No. __________to ____________ (including all documents like annexure (s) scheduled (s), etc.) which 

form part of the contract agreement and I/We shall abide hereby by the terms/conditions/clauses contained 

therein. 

3. The corrigendum (s) issued from time to time by your department/organization too have also been 

taken into consideration, while submitting this acceptance letter. 

4. I/We hereby un conditionally accept the tender conditions of above mentioned tender document (s) 

corrigendum(s) in its totality/entirety. 

5. In case any provision of this tender are find violated, then your department/organization shall without 

prejustice to any other right or remedy be at liberty to  reject this tender/bid including the forfeiture of the full 

said earnest money deposit absolutely. 

 

 

 

         Yours faithfully 

 

          

        (Signature of the Bidder with official seal)  


